
1/3'' CMOS

This is a professional video inspection camera designed for 
inspection of sewer, pipe, air ducts, undergound cable pipes, 
etc. Equipped with a Φ23mm 1/3'' CMOS camera head, 20-
40m fiberglass rod cable and 10.1'' LCD monitor with SD card 
recording, it's a great choice for pipe DN 50mm~140mm.

1080P 
ahd



1080P Full HD Stainless steel Φ23mm camera 
head, 130”view angle, waterproof up to 2 bars



1/3 inch CMOS 1080P AHD camera head, 130° wide vision angle 
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Sensor:

Resolution:

Head Dimension:

Camera Material:

View Angle:

Lens Cover:

Leds:

Water Proof:

Focus Distance:

1/3 inch CMOS

AHD 1920 x 1080

23mm(dia.)x51mm(length)

304# Stainless Steel

130° wide angle

Sapphire glass

15 pcs High White LEDS

IP68-20m under water

15cm(Approx)

LCD Resolution:

Video Resolution:

Video Compress:

Recording:

Picture:

LCD Size:

Menu Language:

Panel Control:

External Memory:

1024x600 pixels

AHD 1080P

MPEG-4

Video and audio recording

Picture shot function

10.1 inch

14 Languages

Any functions through buttons

SD Card(Max. 64GB)


	页 1
	页 2
	页 3

